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SCALE 1 : 8

A
A

DETAIL B
SCALE 1 : 8
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USE (4) 1/2-13 X 1" BOLTS WITH FLAT WASHERS AND1.
NYLOCK NUTS TO SECURE OUTRIGGERS TO 
CROSS-MEMBER [A]

LOCK REAR CASTERS [A]1.
USE (8) 3/8-16 X 1.5" BOLTS WITH FLAT WASHERS AND 2.
NYLOCK NUTS TO SECURE COLUMNTO CROSS MEMBER [B]
USE (2) M12 X 1.75 X 20mm SOCKET HEAD SCREWS TO3.
SECURE CYLINDER TO CROSS MEMBER [C]
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DETAIL E
SCALE 1 : 8
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DETAIL H
SCALE 1 : 9
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USE (4) 3/8-16 X 3/4" BOLTS TO SECURE FORK1.
ASSEMBLY TO SUPPORT COLUMN [A]
FASTEN TIRE REST ASSEMBLY TO FORK ASSEMBLY2.
USING STUDS IN FORK ASSEMBLY AND KNOB FOR
TIRE SUPPOR [B]

USE (4) 1/4-20 X 5/8" BUTTON HEAD CAP SCREWS WITH FLAT1.
WASHERS TO SECURE THE TOOL TRAY TO THE UPRIGHT 
COLUMN AS SHOWN [A]
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